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Site Specification

Total Floor Area
43,307 sq. ft. with 6,516 sq. ft. of saleable area

Floor Loading

Basement — supportable up to 250 psf
1st Floor — supportable up to 150 psf
Roof — supportable up to 50 psf

Clear Heights
24 inches under raised floor, seven feet from floor to first
trays and 11 feet from floor to ceiling

Loading Dock
A loading dock is available

Los Angeles Data Center
Los Angeles, California

Located at the edge of Chinatown and downtown Los Angeles

Elevators
All colocation areas are on the main floor

Power System

Power
2 x1.5mw

UPS
A&B UPS plants each with 1600 kva N+1 configuration

Generator
3 x 2 mw generators configured for N+1 availability

Fuel Tanks
26,500-gallon onsite standby fuel tanks

ENTERPRISE




Data Center - Los Angeles

Environmental Connectivity
CRAC Backbone
3 x 340 ton chillers configured as N+ Dual network paths into the building with network

interconnects to all major carriers
Fire Suppression

Inergen fire suppression system with Ansul smoke MMR Access

detection system Yes, the Meet-Me room is located on the first floor

Security Additional Services

Security Remote Hands

Authentication access control — using ID cards and The facility is supported by an experienced team of technical,

CCTV system communications and facilities staff. We offer technical
services in support of your planning, configuration and

Onsite 24x7x365 physical security monitoring implementation requirements and will provide ongoing
hands and eyes operations through our 24/7 support

Monitoring operations center.

Continuous monitoring of HYAC/CRAC power and
building systems

For more information on the Los Angeles Data Center, please contact:
DataCenterSales@tatacommunications.com

www.tatacommunications.com
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