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WAN Ethernet

Feature Details Benefi ts

Bandwidth
Bandwidth: Maximum of 9.2 G effective 
throughput bandwidth for customer data.

Dedicated bandwidth is always available for use.

Type of bandwidth profi le
One bandwidth profi le per UNI/EVC. 
Only one EVC per UNI.

Easily confi gurable.

Bandwidth profi le (I-BWP)
CIR = 9,200Mb; CBS = 9000; EIR = no;       
EBS = n/a; CM = Color Blind

Provides standards-compliant bandwidth profi les.

Class-of-Service (CoS)
Port-based, single high-priority Class of-Service. 
Full preservation.

First-in, fi rst-out with a single, strict priority queue.

Choice of frame sizes (MTU)
Standard frame sizes (64-1518) and jumbo 
frame sizes (up to 9,000 bytes) on request.

Improved effi ciencies of routers and bandwidth usage.

Choice of interface handoffs

10GE WAN PHY: 
10Gbase LW: 1310nm, single mode, 2m-10km
10Gbase EW: 1550nm, single mode, 30-40km
10GE LAN PHY: 
10Gbase SR: 850nm, multimode, 26-300m
10Gbase LR: 1310nm, single mode, 2m-10km 
10Gbase ER: 1550nm, single mode, 30-40km

Covers most widely used interface types for both 
10GE WAN PHY and 10GE LAN PHY services.

Confi guration
Point-to-point EVC service with only 
two UNIs (MEF 6.1 defi ned EPL).

Standards compliant EPL service.

VLAN and QoS 
transparent Pipe

802.1q VLAN transparent. Layer 2 and Layer 3 
QoS transparent (i.e., CoS, DSCP, PHB, etc.)

Allows customers to send any type of Ethernet 
frames across the network. Frames are forwarded by 
Tata Communications on a fi rst-in, fi rst-out basis.

MAC address or 
service-frame limitations

No MAC address or service frame limits are imposed.
Guarantee that no restrictions exist 
to impede traffi c fl ow.

Capacity orders Via leases or IRUs (irrefutable right of use).
Customers can choose a term arrangement to fi t their 
unique requirements.

Features of 10 GigE service include:

Tata Communications offers the following Service Level Agreements (SLAs).

Parameter
Applicability From Tata Communications’ PoP to Tata Communications’ PoP.

Network availability Network Availability:

Protected: 99.9%

Unprotected: 99.5%

* Please refer to the SLA schedule for the most current SLA parameters.


